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1、 概述
艾尔赛Relay-Omron继电器模块是一款基于Omron 电磁继电器的通用功率继电器模块。
2、 功能特点
1. 板载EL817光电耦合器，具有光电隔离抗干扰能力强；
2. 模块可以直接和单片机I/O链接，输入信号触发模式可选；
3. 模块具有输出信号指示和二极管续流保护；
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3、 硬件介绍和说明
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接线说明：
VCC：电压输入端（12V）；
GND：输入电压地端；
VIN：高电平触发端； 
IN：低电平触发端；
	COM：输出公共端；
	NO：常开端；继电器吸合前悬空，吸合后与COM短接；
	NC：常闭端，继电器吸合前与COM短接，吸合后悬空；

使用高电平触发方式之前，IN端需接GND；
使用低电平触发方式之前，VIN端需接电压（3.6V-12V）

注意：NO NC COM接线时切记：不可将L和N同时接入这三接口中的两个，否则会短路造成危险。正确接线：COM可以作为L（或者N）的接入点，NO（或者NC）则作为L（或者N）的输出点。





本模块 淘宝连接地址：



深圳市艾尔赛科技有限公司
Shenzhen LC Technology Co., Ltd.

邮编：518000
Postcode: 518000

传真：
Fax: 

电话：0755-82720811
Tel: 

手机：18927473783
Mobile: 86-18927473783

深圳市福田区车公庙泰然科技园213栋509
Address: 
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Classification Enclosure Contact form
ratings ratings ™ SpST-NO SPDT DPST-NO DPDT
PCB terminal | General-purpose Flux protection |AC/IDC | G2R-1A G2R-1 G2R2A__|G2R2
Fully sealed G2R-1A4 G2R-14 G2R2A4_|G2R24
Bifurcated contact Flux protection | DC G2R-1AZ G2R-1Z — —
Fully sealed G2R-1AZ4 G2R-1Z4 B
High-capacity Flux protection |AC/DC | G2R-1A-E G2R-1E
High-sensitivity Flux protection | DC G2R-1AH G2R-1-H G2R2AH |G2R-2H
Double-winding latching | Flux protection G2RK-1A G2RK-1 G2RK2A__| G2RK=2
Plug-in terminal | General-purpose Unsealed ACIDC |— G2R-1-S G2R2-S
LED indicator GRASN__|— G2R-2-SN
LED indicator with test GRASNI | — G2R2-SNI
button
Diode DC GR1-SD__|— G2R-2-SD
LED indicator and diode G2R-I-SND_|— G2R-2-SND
LED indicator and diode G2R-1-SNDI | — G2R2-SNDI
with test button
Plug-in terminal | General-purpose ACIDC |G2R1A3S _ |G2R-13S _ |—
(Biturcated LED indicator G2R-TA3SN | G2R-13SN_|—
Contact) LED indicator and diode DC G2R-1A3-SND_| G2R-13-SND |-
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n Coil Ratings

Rated voltage T2VAC |24 VAC 100/ 120 VAC | 200/ (220) |220 VAC 230 VAC | 240 VAC
(110) VAC VAC
Rated current | 50 Hz 93mA  |465mA |11mA 93mA  |55(40) |[51mA |47 (B7)mA [47mA
mA
60 Hz 75mA  [375mA |9/ 75mA |45(53) |[41mA |38(31)mA [38mA
(10.6) mA mA
Coil resistance 650  [2600 |46000  [6,5000 |20200  |250000 |26,850 30,000 0
(25,000) @ (30,000) @
Coil inductance | Armature OFF |0.19 081 1334 21 513 575 62 655
(H) (ref. value) [ Armature ON [0.39 155 26.84 2 102 17 124 131

Must operate voltage

80% max. of rated voltage

Must release voltage

30% min. of rated vohtage

Max. voltage

140% of rated voltage (at 23°C)

Power consumption

‘Approx. 0.9 VA at 60 Hz (approx. 0.7 VA at 60 Hz)
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MNon-latching high capacity 1-pole type

[Loaa Resistive load Inductive load
(pL.=1) (p£.=0.4) (LR =7 ms)
[Rated load 16 A at 250 VAC [8 A at 250 vaC
16 A at 30 VDC | at 30 voC
|Contact material |Ag-All
lcarry current 164
ax. operating voltage 380 vac, 125 vDC
Max. operating current |16 4
max. switching capacity |2,000 VA 480 W 000 VA 240 W

[min. permissible load

1100 ma 5 vDC
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Shenzhen LC Technology Co.,Ltd.




