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1、 概述
艾尔赛Relay-Panasonic继电器模块是一款基于松下电磁继电器的通用功率继电器模块。
2、 功能特点
1. 板载EL817光电耦合器，具有光电隔离抗干扰能力强；
2. 模块可以直接和单片机I/O链接，输入信号触发模式可选；
3. 模块具有输出信号指示和二极管续流保护；
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3、 硬件介绍和说明

接线说明：
VCC：电压输入端（12V）；
GND：输入电压地端；
VIN：高电平触发端； 
IN：低电平触发端；
	COM：输出公共端；
	NO：常开端；继电器吸合前悬空，吸合后与COM短接；
	NC：常闭端，继电器吸合前与COM短接，吸合后悬空；

使用高电平触发方式之前，IN端需接GND；
使用低电平触发方式之前，VIN端需接电压（3.6V-12V）

注意：NO NC COM接线时切记：不可将L和N同时接入这三接口中的两个，否则会短路造成危险。正确接线：COM可以作为L（或者N）的接入点，NO（或者NC）则作为L（或者N）的输出点。





本模块 淘宝连接地址：



深圳市艾尔赛科技有限公司
Shenzhen LC Technology Co., Ltd.

邮编：518000
Postcode: 518000

传真：
Fax: 

电话：0755-82720811
Tel: 

手机：18927473783
Mobile: 86-18927473783

深圳市福田区车公庙泰然科技园213栋509
Address: 
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SPECIFICATIONS

Contact Characteristics
Armangement 1 Form A Max_ operating speed 20 cpm
nital contact resistance, max. Max 100 ma Initial insulation resistance" Min_1,000 MQ (at 500 V DC)
(By voltage drop 6V DC 1 A) Initial Between open contacts 1,000 Vrms for 1 min
Contact material Silver alioy breakdown [ antcol 4000 vrms for 1 min
Nominal switching capacity | 5A 277 V AC, 5A 30 V DC voltage*? conta -
Ralg o | Max.switching power 1385 VA, 150 W i) surge vpliage between con- Min. 10,000 V
(res) Max_ switching voltage 277V AC, 30V DC
) Operate time* (at nominal voltage) |  Approx. 7 ms (at 20°C 65°F)
Max_ switching current 5A (AC), 5 A (DC)
Release time (without diode)™* .
Expected | Mechanical (at 180 cpm) 2x10° (at nominal voltage) Approx. 2 ms (at 20°C 65°F)
L":e(’;“" ?f‘m"i?é'. ‘(1::1 20 cpm) 108 'Max_35°C with nominal coil voltage.
(z ) Temperature rise (at 70°C) at 5A contact carrying curent
Coil (resistance method)
Nominal operating power S0 mW Shock Functionals Min. 200 m/s?
resistance [ Destructive™® Min_1,000 mis?
Remane 1010 55 Hz
* Specifications willvary with foreign standards certification ratings. Functional”
*1 Measurement at same location as "Initial breakdown voltage” section. Vibration at double amplitude of 1.5 mm
W e ook volage of 1.2 ¢ G according o JEC-212-1981 ESISANCE | pestructive e o
is K 12 50us according to. - at double amplitude of 1.5 mm
* Excluding contact bounce ime.
= Halfwaus pulse of sie waves 1 ms: detection ime: 10 s Condtons o operaton, | Ambient femp.| 4010 +70°C 40 (0 +156°F
*¢ Half-wave pulse of sine wave: 6 ms. ransportand sorage”  [umigity 510 85%RH
*7 Detection time: 10 us (Not freezing and condens-
*# Refer to 5. Conditions for operation, ransport and storage mentioned in ing atlowtemperature) | AIr pressure 8610 106 kPa
AMBIENT ENVIRONMENT (Page 24).
Unit weight Approx. 129 42 0z
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TYPES AND COIL DATA (at 20°C 68°F)

Nominal | Pickup voltage | Drop-outvoltage | o oo T Nominal operat- | _ Nominal Max_allowable
Part No voltage, | VDC(max) | VDC(min) - | ing current, mA. | operating power, voltage,
vDC (Initial) (Initial) Q (#10%) (10%) mw V DC (at 20°C 68°F)
LKiaF 5V 5 35 5 a7 1064 530 65
LKiaF-ov 9 63 0s = 568 530 117
LKiaF-12v. 2 84 12 272 212 530 156
LKiaF 24V 21 168 24 1,087 21 530 312
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Shenzhen LC Technology Co.,Ltd.




